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DANGER
To avoid possible electric shock, special care should be taken since water is employed in the use of 
aquarium equipment. For each of the following situations, do not attempt repairs by yourself. Return 
the appliance to your retailer or discard the appliance.

• If an electrical appliance falls into the water, or water drips onto the electronics, DON’T reach for it! 
First unplug it and then retrieve it. If electrical components of the appliance get wet, unplug the 
appliance immediately.

• Always unplug appliance from an outlet when not in use, before putting on or taking off  parts, 
and before cleaning. Never yank cord to pull plug from outlet. Grasp the plug fully and pull out 
to disconnect.

Hanging Instructions:

Hanging Kit Instructions
For Outer orbit hqi fixtures

1. Locate wood beam in ceiling.  Using mounting 
bracket as a template, drill two pilot holes in the 
intended locations. NOTE: Due to the weight 
of the Outer Orbit, it is NOT recommended for 
drywall installations. 

2. Slide hanging screws into bracket top down.  
Place mounting bracket on ceiling and screw into 
wood beam using wood screws.

3. Align hanging screws with mounting cap and 
slide screws through the cap.  Thread hanging 
cap bolts on and tighten.

4. Adjust hanging wire to desired height by pressing 
the wire outlet in and sliding cable in and out.  
NOTE: Ensure that the Outer Orbit is unplugged 
from the AC outlet!  Slide cable connectors into 
the keyhole slots located on the Outer Orbit and 
hang fi xture.

5. Plug end of keyhole slot with plastic caps. 

6. Adjust and level the height of the fi xture using 
Step#4 above. 
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